Oil Pattern Distance: 43 Feet
Reverse Brush Drop: 33 Feet

Forward Oil Total: 16.45 mL
Reverse Oil Total: 13.75 mL

Forward Boards Crossed: 329 Boards
Reverse Boards Crossed: 275 Boards

Total Boards Crossed: 604 Boards

Oil Per Board: 50 μL
Volume Oil Total: 30.2 mL

---

### Conditioner
- **Type In or Select One**

### TransferType
- **Type In or Select One**
  - Forward
  - Reverse
  - Combined
  - Buff

---

### Track Zone Ratio

<table>
<thead>
<tr>
<th>Item Description</th>
<th>3L-7L-13L-18R</th>
<th>6L-12L-18L-18R</th>
<th>13L-17L-18L-18R</th>
<th>18L-18R-17R-13R</th>
<th>18L-18R-12R-3R</th>
<th>18L-18R-7R-3R</th>
</tr>
</thead>
<tbody>
<tr>
<td>Track Zone Ratio</td>
<td>2.23</td>
<td>1.3</td>
<td>1</td>
<td>1</td>
<td>1.05</td>
<td>2.23</td>
</tr>
</tbody>
</table>

---

### Forward Oil vs Reverse Oil

- Graphs showing comparisons between Forward Oil and Reverse Oil.