### 2019 THUN1 U12BG U15U17G Qualifying

<p>| | | | | | | | |</p>
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Oil Pattern Distance</strong></td>
<td>50</td>
<td>Reverse Brush Drop</td>
<td>40</td>
<td>Oil Per Board</td>
<td>40 ul</td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Forward Oil Total</strong></td>
<td>14.6 mL</td>
<td>Reverse Oil Total</td>
<td>9.16 mL</td>
<td>Volume Oil Total</td>
<td>23.76 mL</td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Tank Configuration</strong></td>
<td>N/A</td>
<td>Tank A Conditioner</td>
<td>Fire</td>
<td>Tank B Conditioner</td>
<td>Fire</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Buffer RPM:**
- 4 = 720
- 3 = 500
- 2 = 200
- 1 = 50

**Cleaner Ratio:**
- Main Mix: NA
- Back End Mix: NA
- Back End Distance: NA

**Combined Buffer RPM:**
- Forward: 500
- Reverse: 500
- Combined: 500

**Track Zone Ratio:**
- Outside Track: 128
- Middle: 1
- Inside Track: 1
- Middle/Outside Track: 1.28
- Middle/Middle Track: 2.62
- Outside/Outside Track: 2.62

---

The image contains tables and charts related to oil pattern distances, buffer RPM settings, and cleaner ratio details, along with track zone ratio descriptions.